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Multiaxis configuration  with 2 power-supplies 

 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

  

RS-232 interface 
#7160-9-520 
 

1 x Daisy-Chain 
RS232 
#7160-9-526 
#7160-9-527 
#7160-9-528 
#7160-9-529 
 
 

power-supply 
#7160-9-522 
 

SMC-pollux controller with 
external motor 

PC with RS-232 
or USB (with a 
converter USB-RS232) 

SMC-pollux controller 
with motor 

1 x Daisy-Chain 
Power/RS232 
#7160-9-521  
#7160-9-523 
#7160-9-524  
#7160-9-525  

1 x Daisy-Chain 
Power RS232 
#7160-9-521  
#7160-9-523 
#7160-9-524  
#7160-9-525 
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Multiaxis configuration  with one power-supply 

 
 
 
 
 
 
 

RS-232 interface 
#7160-9-520 
 

2 x Daisy-Chain 
Power/RS232 
#7160-9-521  
#7160-9-523 
#7160-9-524  
#7160-9-525 
 
 

power-supply 
#7160-9-522 
 

SMC-pollux controller with 
external motor 

PC with RS-232 
or USB (with a 
converter USB-RS232) 

SMC-pollux controller 
with motor 
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Multiaxis configuration  with separated power-supply 

 
 
 
 
 
 

RS-232 interface 
#7160-9-520 
 

3 x Daisy-Chain 
RS232 
#7160-9-526 
#7160-9-527 
#7160-9-528 
#7160-9-529 
 
 

power-supply 
#7160-9-522 
 

SMC-pollux controller with 
external motor 

PC with RS-232 
or USB (with a 
converter USB-RS232) 

SMC-pollux controller 
with motor 
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